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Photographic Accessory

Camera Adapters / T-rings

Wide Photo Adapter 60mm

Weight: 55 g (1.94 0z)

« For prime focus photography with R200SS

or VC200L
* Use a T-ring together.

((3523) 3876

Eyepiece Projection
Camera Adapter

Camera Adapter 43 DX

Wide Photo Adapter 60mm for Canon EOS

Weight: 242 g (8.54 0z)

* For eyepiece projection photography

* 105mm in length and 60mm in diameter

« Attachable to flip mirror or R200SS focuser
* Not usable with LVW series eyepiece and

50.8mm eyepiece.

tion photography.
* Attachable to 43mm thread
* With 48mm thread for filter
* 164mm in length and 63mm in diameter
* Not usable with 50.8mm eyepiece.

Weight: 390 g (13.76 0z)

* For both prime focus and eyepiece projec- 3878

Wide Photo Adapter 60mm for General type

Please specify the model of your camera when ordering.

Code T Ring Applicable SLR Cameras (as of March 2010) Weight
Nikomart: [EL, EL2, FT, FT2, FT3], EM, FA, FE, FE2, FE10, FG, FG-20, FM, NewFM2, NewFM2/T, FM3A, FM10, F2, F2 Photomic, F2 Photomic [A,
T-ring for " P AS, SBJ, F3, F3AF, F3/T, F4, F4S, F4E, F5, F6, F90, F90D, F90S, F90X, F90XD, F90XS, F50D Panorama, F70D Panorama, F301, F401, F401X,
Nikon SCoy [iken RRUITENID Fe01, F601M, F801, F801S, Pronea600i, F100. F0, U, U2, Digal Camera [D1X, D1H, D1, D2H, D2Hs, D2X, D2XS, D3, DaX, D38, D100, Doo, | 229 (078 02)
D300, D300S, D700, D60, D70, D70S, D90, D8O, D50, D40, D40X, D5000, D3000], Fuiji Film Digital Cameras [S1Pro, S2Pro, S3Pro, S5Pro]
37305 | Canon A-1, AE-1, AE-1 Program, AL-1, AV-1, EF, F-1, NewF-1, FT, FTb, T50, T70, T80, T90 40g (1.41 oz.)
37304 | Minolta SR101, SRT Super101, SR505, X-1, X-7, X-70, X-500, X-600, X-700, XD, XD-S, XE, XG-E, XG-S 309 (1.06 0z.)
Vixen [VX-1, VX-2], Pentax [SuperA, AE-F, A3 Date, K2, KX, KM, LX, ME, ME Super, ME-F, MG, MX, MV-1, MZ-3, MZ-5, MZ-
. 37308 Vixen, Pentax K, 10, MZ-50, MZ-M, P30N, P30T, P50, SF7, SFXN, SFXW, Z-1, Z-1P, 2-5, Z-10, Z-20, 2-20P, Z-50P, Z-70P, Z Mate], Digital | o¢ (1.27 0z
T-ring for Ricoh, Cosina Cameras [“istDs2, “istDs, “istD, “istDL, K100D, K200D, K10D, K20D, K-m, K7, K-x], Ricoh [XP-P, XR-1, XR-2, XR-3, XR-7, XR- | 2°9 1+ :
Canon 7M I, XR-8, XR-8SUPER, XR-10M, XR-10P, XR-10PF, XR-20SP, XR-S, XR500 Auto], Cosina [CT-1A, CT-1EX, CT-7, CT-20]
37312 | Konica FC-1, FT-1, FTA, New FTA, FS-1, T3, NewT3, TC-X, ACOM-1 469 (1.62 0z.)
AX, Aria, AriaD, Yashica108, YashicaFR-1, YashicaFR-2, YashicaFX-3, YashicaFX-3 Super2000, YashicaFX-D Quartz, RTS,
87309 | Contax RTSII, RTSII, RX, S2, S2b, ST, 137MA Quartz, 137MD Quartz, 139 Quartz, 159MMRTS Tl Quartz, 167MT 349 (1.20 0z)
. Pentax [ES, ES-II, SP-II, SPF], Yashica [ElectroX, FFT, TTS], Fujica [ST605, ST701, ST801, ST901], Mamiya [Secor
87307 | Practica (screw type) | o0 1000DTL, MSX500], Ricoh [TL-S, TLS401], Petri [MF-1], Practica [LLC] 259 (0.88 0z.)
. - a3xi, abxi, a7xi, a7, a9xi, -Sweet, a101si, «303si, ®303siSUPER, a507si, a707si, 807si, «3700i, 5000, 5700, 7000, 7700, 8700i,
3763 37303 | Sony (Konica Minolta) | 4,00 biital Gameras [RD-175, a-7Digital, aSweet DIGITAL], Sony o100, 0200, 230, 300, 330, 350, o380, 550, €700, 900 459 (1.59 0z))
T-C Ring 3742 | Yashica AF Kyocera [200-AF, 210-AF, 230-AF, 270-AF, 300-AF] 429 (1.48 oz.)
EOS [1, 1HS, 1N, TNDP, 1NHS, 1NRS, 5QD, 10QD, 55, 100 Panorama, 100QD, 620, 630QD, 650, 700QD, 850, 1000QD(Panorama), 1000SQD(Kit
1L, Kit 1), RT, IXE, IX50], EOS Kiss, NEW EOS Kiss, EOS KisslIIL, EOS Kiss5, EOS Kiss Lite, EOS Kiss7, EOS-1V, EOS-1V-HS, EOS-3, EOS-7,
37306 | Canon EOS EOS-7S, Digital Cameras [EOS-DCS1c, EOS-DCS3c, EOS-1D, EOS-1Ds, EOS-1Ds Markll, EOS-1D Markll, EOS-1Ds Markill, EOS-1D MarklV, | 52g (1.83 0z.)
EOS-1D Markll N, EOS-5D, EOS-5D Markll, EOS-7D, EOS-10D, EOS-20D, EOS-20Da, EOS-30D, EOS-40D, EOS-50D, EOS-D60, EOS-D30,
EOS Kiss Digital, EOS Kiss Digital N, EOS Kiss Digital X, EOS Kiss Digital X2, EOS Kiss Digital X3, EOS Kiss Digital X4, EOS Kiss F]
3763 | C Mount C-Mount video camera 529 (1.83 0z.)
37302 | FourThirds Digital Cameras [Olympus E-1, E-3, E-30, E-300, E330, E410, E-420, E-500, E-510, E-520, E-620], Panasonic [DMCL1K, L10; Panasonic AD used] G1 | 30g (1.06 0z.)
37311 | Olympus OM 1, 1N, 2, 2N, 3, 3Ti, 4, 4Ti, 10, 20, 30, 40, 101, 707, 2000 349 (1.20 oz.)
3731 3 m 37313 | Micro Four Thirds Digital Cameras [Olympus E-P2, E-P1, E-PL1], Panasonic [DMC-G2, DMC-GF1, DMC-GH1, DMC-G10, G1] 110g (3.88 0z.)
skPlease contact your camera manufacturer about the operation of the camera body when the lens is removed.
T R|ng *See Vixen’s website for the latest information about the product adaptations. :Some cameras are no longer sold. Please contact the shop for more detail.
————— ———————— *The weight load can be off balance when the camera is installed. Use of an optional part such as a balance plate is recommended.
For Micro Four Thirds (%1) You may have a problem with closing the shutter when the lens is removed in Sony & Series (Konica Minolta, Minolta) cameras, but it can be solved by

changing the camera setting. Contact your camera manufacturer for more details.

Digital Camera Adapter / DG Ring

37221

Digital Camera Adapter DG-NLV DX DG-DX Ring

Weight: 153 g (5.40 0z)

Applicable eyepiece: NLV 2.5, 4, 5, 6, 9, 10, 12, 15, 20, 25mm 43mm and 52mm thread.
LV 2.5, 4,5,6,7,9, 10, 12, 15, 18, 20, 25mm

Code | Part Name |Filter Thread

* Available for 28mm, 37mm,

Applicable Models (as of March 2010) / Digital Camera (Digital Video Camera)

3932 | DG-DX Ring 28 28mm

Nikon: COOL PIX800, 900, 910, 950, 990, 995, 4500 [Nikon AD used] 700, 775, 880, 885, 4300, 5000, 8400, P5000, P5100,
Kyocera: CONTAX300RT*, CONTAX U4R

3933 | DG-DX Ring 37 37mm

Sony: DSC-P30, P50, S30, S50, MVC-FD92 [Sony AD used] W200, W300, Ricoh: Caplio-400G wide [Ricoh AD used] CaplioGX, CaplioGX8, GR Digital, GR
Digital II, Canon: [Canon AD used] PowerShot S60, S70

(Video Camera) Sony: DCR-PC100, 110, 120, DCR-TRV30, 50, 240K, 300K, 820K, TR-290PK, CCD-TRV96K,
Sharp: VL-MRT1, Victor: GR-DVA30K, 33K, Canon: HV10

3934 | DG-DX Ring 43 43mm

Nikon: P6000 [Nikon AD used] Olympus: CAMEDIA2500L, C1000L, C1400L, C1400XL [Olympus AD used] 2000Z, 2020Z, 2040Z, 3030Z, 3040Z, 3100Z, 4040Z,
4100Z, 5050Z, Casio: QV-2800UX, 2900UX, 8000SX [Casio AD used] 2300UX, 2400UX, Ricoh: [Ricoh AD used] Caplio GX100, GX200, GXR (S10)

(Video Camera) Panasonic: NV-MX3000, Canon: PV130

3935 | DG-DX Ring 52 52mm

Sony: DSC, S70, MVC-FD91, FD95, FD97, CD1000 [Sony AD used] DSC-S75, S85, V1, MVC-CD300, CD400, CD500, Panasonic: [Panasonic AD used] DMC-
LC5, Canon: [Canon AD used] PowerShot A10, A20, A30, A40, AB0, A70, A75, A80, A85, A95, A590iS, A570iS, Toshiba: [Toshiba AD used] Allegretto M70,M700,
Kyocera: Fine Cam M410R

(Video Camera) Sony: DCR-TRV900

skLight reflection can occur in the photography with a digital camera adapter used. ::Please see Vixen’s website for the latest information about the product adaptations.
skSome cameras and optional adapters of other manufacturer's cameras are not currently sold on the market. Please contact the shop for more detail.
*kThe weight load can be off balance due to the camera installed. Use of an optional part such as balance plate is recommended.

Astronomical Photography

Digital Camera Quick Bracket

It allows for a quick change between camera view and visual viewing without the removal of the camera.
It is a very convenient digital camera adapter which can be used for both astronomical and field scopes.

Attachable Telescopes:
* Outer diameter of eyepiece is within the range from 36mm to 61mm.

Attachable Digital Cameras: Image

¢ 1/4"-20 screw hole (*) is located on the bottom of the camera. *Size: W 1/4"

* Weight is 300g or less. Any load greater than 300g can cause the product to become bent.

* The height of the center of the lens from bottom is 16-53mm.

* The distance from the 1/4"-20 screw hole to the tip of the lens (at a full extension) is 18-71mm.
*This applies to the case in which an NLV 20mm eyepiece is attached to the flip mirror.

* The width between the center of the lens and 1/4"-20 screw hole (in the horizontal direction) falls within
53mm.
*This applies to the case in which a flip mirror or a GLH20D eyepiece is used.

Digital Camera Quick Bracket

Size* 152(H)mm x 161(W)mm x 117(D)mm
Weight: 300 g (10.58 0z)

- Centerline -

16 - 53mm
1/4”-20 threads 1/4”-20 threads 1/4”-20 threads

Universal Digital Camera Adapter

Size of a compact digital camera usable on the
Universal Digital Camera Adapter.

* The height from the bottom of a camera to a center of the lens:
Between 25mm and 95mm.

* The length (depth) from the head of a lens to the 1/4”-20 thread
hole on the bottom: Between 30mm and 62mm. Image

* The width between the center of a lens and the 1/4-20 thread hole
on the bottom: Within 50mm.

#[t is designed to pinch the outer rim of the eyepiece of the optical device, so it can accommodate various
sizes of eyepieces.

*Slow motion control is equipped on the camera mount. The camera can freely be moved in the vertical and
horizontal directions, making it easy to adjust the optical axis.

Universal Digital
Camera Adapter

Weight: 370 g (13.05 0z) 30 62 ‘ ‘
- mm

- Centerline -

; (]
T or

i oo |

« Attachable to the barrel of an eyepiece 25 - 95mm ‘ T—s0mm—7 " ‘
with 28mm to 45mm in diameter. 1/4”-20 threads 1/47-20 threads 1/4”-20 threads
* Maximum loading weight: 800g (28.2 0z)

Cable Release Bracket Image

Applicable Compact Digital Camera /
Cable Release

Camera

Shutter position: Within 22mm from the side
of the bracket

Camera Height: Within 80mm from the
bottom of the bracket

Thread hole position: Within 80mm from the
side of the bracket

Cable Release Bracket

Weight: 70 g (2.47 0z) O | Over 12mm in length
skCable release is not supplied — — —_—— hole
@ | Within 7mm in diameter (3]

Cable Release

(5]

*kThe specifications are subject to change without notice.
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Photo Guider

The compact and lightweight GP2 Photo Guider is

a mighty tracking mount for guided-camera

astrophotography.

GP2 Photo Guider

Comes with a
Carry Bag.

With Aluminum piping tripod legs, drive
motor and single axis controller.
Weight: 6 kg (13.2 Ib)

Photo Guider Plate
Weight : 275 g (9.70 0z)

Photo Guider

Auxiliary
Counterweight

Set
Weight : 1.1 kg (38.80 0z)

RA Motor Cover
3790

DD-2
Weight : 220 g (7.76 0z)

MT-1WT

Motor
Weight : 350 g (12.34 0z)

[
| |
|
[ |
G p2 PhOtO Guider Commercially available camera
Dec. Cap —/ Commercially available camera platform
Bright-field GP2 Polar Axis Base
liluminator A GP Slow Motion
3872 Knob

Weight : 220 g (7.76 0z)

=
3828

Manual Operation Clutch-GP
Weight : 91 g (3.21 02)

RA Scale
Ring

Polar Axis Scope

GP Polar Axis
‘Scope Cap

Extendable Tripod S-40

for GP2 Photo Guider
Height : 42cm<«>70cm
Weight : 1.8 kg (63.48 0z)

6188

Carry Bag for GP

Photo Guider
Weight : 520 g (18.34 0z)

@Auto-tracking capabilities without
corrections

35mm Photographic lens Exposure times
50mm About 30 minutes
100mm About 10 minutes
200mm About 5 minutes

skAllowable exposure times shown above vary
according to polar alignment accuracy and
atmospheric conditions.

Model GP2 Photo Guider

R.A. slow motion axis

144-tooth wheel gears whole circle
movement

10 minutes increments

2.5 degrees per rotation

6x20mm with illuminated reticle

0 degree to 62 degrees,

(2-degree increments)
Double-screw fine adjustment,
about 1 degree per rotation

With RA Motor and DD-2 Controller,
Power Supply DC7.5-12V, (D-size
alkaline batteries, 8 pieces - optional)
About 2.5 kg (5.5 Ib),

excluding counterweight

1.1kg (2.4 Ib) x 1

R.A. graduations
R.A. slow motion
Polar axis scope

Altitude adjustment

Azimuth adjustment

Motor drive

Maximum loading weight

Counterweight

Legs adjustable from 42cm to 70cm in

Tripod length, 1.8 kg (4 Ib)
Total weight 6.0 kg (13.2 Ib)
GP DEC. Body

Complete with the dovetail head.

HAL130 Aluminum Tripod

3818
GP Dec. Scale Ring (Setting Circle)

3817
GP2 Counterweight Shaft

Counterweights

2577 ) 1.9kg (4.2 1b)
2578 ) 2.8kg (6.17 Ib)
2579 ) 3.7kg (8.15Ib)

Home Planetarium

A starry night sky in your room!

@Projects all 88 constellations and 805 bright stars down
to magnitude 3 on the ceiling and wall of a room.

globe by projecting

hemisphere

@®Workable as a celestial
constellations onto semi-transparent
screens included with the planetarium.

@Intriguing patterns of star constellations, from both
northern and southern hemispheres, can be enjoyed in

your room.

@Battery operation makes it easy to use everywhere.
Runs for a bout 8 hours at 20 deg. C (68 deg. F) room

temperature.

7313

Space 800M Home Planetarium

Weight: 990 g (34.92 0z)

* Rotation of the globe: 3 minutes per rotation
* Workable projection distance: 0.5m to 1.0 m
* Battery: Six (6) C-size alkaline batteries

e Size: 260mm x 290mm x (H)295mm

Covered with semi-transparent hemisphere screens.

Adaptation of Optical Accessories to Telescopes

S : Supplied O : Suitable

Pages

Telescopes

Optional
Accessories

Eyepiece

Accessories for Visual Back

Others

Photographic
Accessories

Eyepiece 50.8mm

45° Erect-Image Diagonal 31.7mm

Erect-Image Adapter 31.7mm

Barlow lens 31.7mm

Sun projection Scrren Set A

Sun Projection Screen Set B

Flip Mirror

SX Half Pillar 2

Tube Acc. Plate

Weight Shaft Camera Bracket

Accessory Plate DX

Metal Carry Handle

Eyepiece Projection Camera Adapter

Digital Camera Adapter DG-NLV DX

P26
P27

HF2-BT80-A

HF2-BT125-A

PORTAII-A80Mf

©)

O

PORTAII-R130Sf

PORTAII-VMC110L

PORTAII-A80M

PORTAII-ED80Sf

®|e

O|0|0[0|O

MINI PORTA-A70Lf

MINI PORTA-VMC95L

SKYPOD-VMC110L

SKYPOD-A80Mf

O

SKYPOD-R130Sf

SKYPOD-ED80Sf

SXW-A80M

SXW-A105M

SXW-ED81S

SXW-ED103S

» O » O

ODOnnwn

n|Olo|nlnln|ln
00|00

»|n 0|0

SXC-VMC110L

SXW-VMC200L

w

w

SXW-VC200L

w

w

SXW-R200SS

SXD-AX103S

SXD-ED115S

> >

SXD-VC200L

SXD-ED81S

SXD-ED103S

» O

N0 mnn

(OREORNOREORNT)]

SXD-R200SS

Ol | O|0|»|n| 0|00

GP2-A80M (N)

w

GP2-A105M (N)

» O

0|0

GP2-R200SS (N)

®OREIOBLeeRe OB

O/0|0|0|0|0] |O|0|O

GP2-A80Mf (N)

GP2-R130Sf (N)

GPD2-ED81S (N)

w

w

GPD2-ED103S (N)

® e (O 91 LEve BBl ©eee

» O

GPD2-R200SS (N)

0|00

GPD2-VC200L (N)

O|0|0|0|0|0|0|0]0|010|0|0|0|0O|0|0|0I0|0|0|0|0 0000|000 |0|0 0|0 |O|O |Eyepiece 31.7mm

SHSACHS

®

O|0|0|0|0|0|0|0|0|0]0|0|0|0|0|0|0|0I0|0|0|0|0|0]0|0|0|0|0|0|0|0|0|0

>|O[0|0|0|0|O|O[0|0|0|0|B|O|O(OIB> > |B|O|O|0[0|0|0|0|>| > O|0|0] > 0|0

S

O|0|0|0|0|0|0|0|0|0|0|0|0|0|0|0|0|0| |O|0|0|0

® O|0O|0|0|0|0|0|0|0I0I0|® 0|00 ®®| |O|0|0|0

S

O|0|0|0|0|0|0|0|0|0]0|0|0|0|0|0|0|0I0|0|0|0|0|0]0|0|0|0|0|0|0|0|0|0
O|0|0|0|1©|1®|®|®|@ O|0|0|0|0|0|0|0I0®I0I0BeIE P OO e e

(MUsed with VC Extension Tube @Used with 60—50.8 AD (®Used with 64-mm DC Ring, 55-mm DC Ring, 45-mm DC Ring, 36.4—31.7AD @Used with Dovetail-plate
Mounting Block ®Used with 31.7mm NLV Eyepiece (®Used with 42T—50.8 AD A : Usable but excess magnification for short-time observation only due to no aperture
reducing hole on objective lens cap, and stop observation when instrument is heated. A : Usable but excess magnification.

*kThe specifications are subject to change without notice.
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